Republic of the Philippines
Department of Health
Cagayan Valley Regional Office
REGION II TRAUMA AND MEDICAL CENTER

BIDS AND AWARDS COMMITTEE

SUPPLEMENTAL/BID BULLETIN NO. 2

Bidding for the Procurement of various Medical Equipment with Identification
No. R2TMC-BAC2-2023-33

In response to the issues below, this Bid Bulletin is issued to modify or amend the Bid
Documents. This shall form an integral part of the Bid Documents.

1. Virtual presentation or on-site visit will only be allowed for Item No. 5, Operating
Room Table, Manual.

2. Please find final technical specifications for all items subject for bidding.

Om M
EDITHA V. AG N\ALDO MPA, MBA
Chairperson, Bids 4nd Awards Committee 2

Posted: June 13,2023
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Technical Specifications

Republic of the Philippines
Department of Health
Regional Office 02
Region II Trauma and Medical Center

Hem No. 1 FULL HD COMPACT ENDOSCOPY Quantity lunit
em o. SYSTEM WITH PEDIATRIC ABC P4,500,000.00/unit
ESOPHAGOSCOPY SET
Name of Manufacturer: Country of Origin:
Brand: Model:

PURCHASER’S SPECIFICATION

SUPPLIER’S SPECIFICATION

A. Summary Description of the equipment:

Full HD Compact Endoscopy System with
Esophagoscopy Pediatric and Adult Set

to be used in Pediatric Patients

1. 18.5" touchscreen with on-screen keyboard

2. Endoscopic video unit with 2 camera inputs
(X-Line and C- Line) for use with flexible
endoscopes and one-chip camera heads

3. Full HD One-Chip Camera Head

4. Integrated LED light source

5. Digital Image Processing Module with USB
network storage options

6. Various Esophagoscopy instruments to be
for Adult and Pediatric patients

B. Physical characteristics or attributes, form and

design of the equipment:

Compact Endoscopy System
Consisting of:

1. 1 unit, Compact endoscopy system
Monitor

- 18.5" touchscreen with on-screen keyboard
Camera Control Unit

- Endoscopic video unit with 2 camera inputs
(X-Line and C-Line) for use with flexible
videoendoscopes and one-chip camera heads
Resolution: 1920 x 1080 pixels




Light Source

- Integrated LED light source

- Average lamp service life: 30,000 hours
Color temperature approx..: 5,700K
Documentation

Storage option: USB/network/internal
Archiving of patient data on 50 GB internal
memory, on USB memory devices, or via the
network integration function

Encrypted patient data transfer and Patient data
management

USB interface: 6 (4 x rear, 2 x side)
Microphone input: 2( 1 x rear, 1 x side)

Image documentation (format): JPEG

Video Documentation: MPEG4

Contrast ratio: 1200:1

Network

Network function in File Share mode or Worklist
mode

Export and import of patient data in/out of
HIS/PACS

Consisting of: Power cord (3-prong) and User's
manual

Power supply 240 VAC, 60 Hz, including 400F
Mains Cord, length 300 cm

2. 1 unit, One-Chip FULL HD Camera Head
with Manufacturer Standard Sterilization Tray

- Image sensor: 1-chip

- Lens: fixed focus

- Frame rate: 60 Hz

- Reprocessing: Soakable, Ethylene Oxide
sterilization and H202

(Hydrogen Peroxide)

- Resolution: 1920 x 1080 pixels

- Focal length f=16mm

- Scanning Method: Progressive scan
Dimension: 35x36x100 mm (wxhxl) (+) 10 to 20
mm;

Weight: 130 - 150 g







3. Esophagoscopy Pediatric Set

1 pc, Straight Forward Telescope 0° , diameter 2.9 mm,
length 36 cm, autoclavable, fiber optic light transmission
incorporated, color code: green

1 pc, Esophagoscope Tube, length 30 cm, size 6

1 pc, FLUVOG Adaptor, with sliding glass window plug,
sealing cap, notched lens and keyhole opening, movable

1 pc, Prismatic Light Deflector, autoclavable, with
connection to fiber optic light cable.

1 pc, Optical Forceps, flat, serrated, 2x2 jaws,

double action jaws, with spring —action handle,
working length 34 cm, including cleaning adaptor, for
use with coins and flat objects

1 pc, Optical Forceps, with KILLIAN bean jaws,

blunt grooved, double action jaws, with spring-action
handle, working length 34 cm, including cleaning adaptor,
with peanut and soft objects

1 pc, Optical Forceps, alligator, serrated, double action
jaws, with spring-action handle, working length 34 cm,
including cleaning adaptor, for use with hard and foreign
objects

1 pc, Manufacturer Instrument Rack, with Silicone
Holders and Tie-downs, with Tray as drawer, for storage
Of instrument set, for use with standard wire trays,
external dimensions (w x d x h): 460 x 233 x145mm

(+ 10 to 20mm)

1 pc, Telescope Bridge, for fixed position between
Telescopes, pediatric bronchoscopes and
esophagoscopes

1 pc, Suction tube, O.D. 2 mm, working length 35 cm
1 pc, Cotton carrier, working length 35 cm

1 pc, Sponge Holder, spring handle, working length
35cm

1 pc, Coding laber, lettered for use with sterilization
Container 2 with microstop




